
                                         
Real Cool. Real Fast.

tRaNsFoRMeR – aUto

Widely adaptable, housed in a welded 
aluminum chassis, and equipped with  
flat-free rubber tires these transformers 
are built to go anywhere.

Interior or exterior applications are 
easily handled by our waterproof  
units. They simply roll right next  
to our equipment and plug in.

This large woodworking shop needed 
additional heating. Only 480 volt power 
was available and the electric furnace 
requires 208 volts. Problem solved with 
our portable transformer.

45 kVA

Packaged portable transformers allow you to 
step down from 600 or 480 volt power to our 
standard 208 volts. They simply roll up to our 
equipment and plug in. Once power is introduced 
to the disconnect, you’re ready to go.

 
Features:

• Flat-free tires

• Rugged welded aluminum frame

• 60 amp disconnect on load side

• Cam-Lok cord ends on line side

Applications:

• Hub Sites

• HVAC Retrofits and System Upgrades

• Electrical Vaults

• Industrial Plants
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Good quality casters and compact 
size make locating these units a 
breeze.

Roll IN PlUG IN tURN oN

Cool AIr rentAls ltd.

We also rent industrial air conditioning units, fans, air movers, and industrial strength heating units.

Visit www.cool-air.com for our full line of rental equipment.

tel: 604.253.4171

toll Free: 1.855.253.4171 

cool-air.com 

Email: info@cool-air.com

1407 East Georgia St 

Vancouver, BC 

Canada  V5L 2A9

9531 42 Ave NW   

Edmonton, AB 

Canada  T6E 5Y4

Each unit is equipped with Cam-Lok 
cord ends that simply plug into  
our equipment.

Supply your power into our disconnect 
and you’ll be ready to go.

TRANSFORMER – AUTO
45 kVA (EDT045H)

eleCtrICAl MUltI-tAP AUto 45 AUto 45 

Kilovolt Amp Rating 45 kVA  45 kVA  

Voltage - Primary 600/480  600  

Voltage - Secondary 208  208  

Phase 3  3  

Disconnect Size 60 Amps  60 Amps  

Plug – Primary 60 Amp Appleton or Bare End 60 Amp Appleton or Bare End 

Power Cord Length - Primary 8’  8’  

Cord End - Secondary Cam-Lok  Cam-Lok  

Power Cord Length - Secondary 6’  6’  

PHYsICAl

Caster Type 6” Air-filled  6” Air-filled  

Dimensions - Width 23” 59 cm 23” 59 cm 

Dimensions - Depth 34” 87 cm 34” 87 cm 

Dimensions - Height 40” 102 cm 40” 102 cm 

Weight 413 lbs 187 kg 413 lbs 187 kg 

Shipping Weight 513 lbs 233 kg 513 lbs 233 kg


